
 

                         Building Consistency Meeting 
  Residential 

  

Date 2/05/2014 Recorder and minutes prepared by: Jay Garbus/Lon McSwain 

 

 

Staff present: On File 

 

Public present:  Charles Sofinonski (M/I Homes); Kenny Childers (Cornerstone 

Builders); Ryan Meevwesen (M/I Homes) Dave Reynolds (BFS); Eric Wagner, 

Brian Hall (Classic Homes); Scott McCracken (Ryan Homes); Thomas Nunez      
 
 

1. Basement wall insulation requirements (table review) - Table N 1102.1, R13 is requires for 
the basement. 
 

2. Slab wire support installation - Chair supports R506.2.4 is for reinforcement only. For 
shrinkage none required.R506.2.4 Reinforcement support. Where provided in slabs on ground, 

reinforcement shall be supported to remain in place from the center to upper one third of the slab for the 

duration of the concrete placement. 
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3. Staples used in wall bracing - R602.10.1 cannot be allowed in exterior wall only interior 
walls. If used staples and no engineered design cannot use. 
 

� NCRC 2012 the connection criteria for fastening WSP and CS-WSP in Table R602.10 .1, 
references Table R602.3(3) which does not have staples. They would not be allowed for 
the new NCRC 2012. 
 

� IRC 2012 Table R602.10.4 Bracing notes for WSP and CS-WSP Table R602.3(3) for 
exterior sheathing (No staple method.) and Tables R602.3(1) and R602.3(2) for interior 
bracing only (Has staples), so 2012 IRC would allow. 

 
 
4. Requirements for residential sales office in a house - can have 2 permits and have ADA 
bathroom outside or in the house and accessible to the office. Parking must comply with 
accessibility. 
 

Permit requirements (2 ways to permit): 

1. Structure can be permitted all at one time -total heated square footage 

2. Separate permits – (Note: a permit would be required to convert back to a garage. 

If structure is permitted as having a garage then a second permit will be required to change that 

garage area to a sales center (Supplemental permit). This would mean that there would be 2 frame, 

2 insulation and 2 final inspections on this site. Inspection request on both permits would need to 

be called for. 

Requirements: 

�  1 Van Accessible parking space with signage (8' parking, 8' access isle) access isle should be paved 

and must be marked to clearly  

� Access walkway 4' wide, ramps and any handrails if needed. 

� Entrance door and all interior doors inside the sales office area must be 3/0 with lever handles and 

entrance door must have low profile threshold. 

�  1 accessible bathroom facility either inside the office space or home with accessible route or an 

accessible porta-jon can be provided for the duration of the sales center usage. Location of the 

porta-jon and its access should be discussed with inspector. Only the areas being used as the sales 

office are required to be accessible to customers and staff 
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(Kitchens and bedrooms are not required to be accessible unless utilized by the occupants.  Any 

concerns about meeting these requirements at a specific jobsite should be discussed with area field 

inspector prior to installation) 

 
 
 
 
 
5. Plans on site - Can read the plans in order and not torn up. They also have to be accessible. 
Highlight or tab pages if plans are for more than one house. Has to be in a place that can be 
readily seen or in plan box. No objections from contractors at the meeting. 
 
6. Termite certification letters - Need letter uploaded at final. New contractor let them know to 
upload the document and 
work with them. Reason 
for the requirement is 
that in the past there was no 
record of any type of 
treatment. There were 
problems with termites in 
several houses with no 
document of termite 
treatment. 
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7. Pull down stairs insulation - pull down stairs need to have R5 rating and must be displayed. 
Need documentation on site if you cannot see rating. 
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8. Can you use lag bolts for a deck? - No 
 
9. Requirement for mold? - No requirements as of this time. 
 
Talk by Mr. Dan Lutz, Knauf Insulation, on Closed Crawlspace for 1 hour.  
 
 

WE STRIVE TO PROVIDE EXCELLENT PLAN REVIEW AND INSPECTIONS WITH 

OUTSTANDING CUSTOMER SERVICE 

 
 

 
 
Approved By ___Lon McSwain_________ Date _02/06/2014______ 


